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SERIES IM 180
IM 11180 | IM 13180



Standard equipment 

• Front driving and steering wheels

• Hydraulic transmission 2WD 

• Negative parking brakes

• Mechanical wheel drive disengagement for emergency hauling

• Manual emergency lowering device

• Proportional controls

• Diagnostic system

• Hour meter

• Cylinder’s holding valves

• Manual deck extension 1.5 m

• Inclinometer with motion cut out and alarms

• Overload sensor

• Audible motion alarm

• Electric scissor protection

• Rough terrain tyres extra grip 720x245 mm

• Removable control box

• Fold down railings

• Flashing beacon

• 220 V cable with plug socket and safety cut-out

Diesel equipment

• Water cooled Diesel engine

• Start-up battery 12V 66Ah

• Start-up battery alternator

• Rough terrain tyres extra grip 720x245 mm

Electric equipment

• Power pack 48 V – 8 kW

• Traction Battery 48V 400Ah

• Battery charger with automatic switch off

• Battery control system with low voltage cut-out protection

• Battery cut-out handle

• Alternator for traction battery

• Rough terrain tyres extra grip non-marking 720x245 mm

Diesel - Electric equipment

• Water cooled Diesel engine

• Start-up battery 12V 66Ah

• Start-up battery alternator

• Power pack 48 V – 8 kW

• Traction Battery 48V 300Ah

• Battery charger with automatic switch off

• Battery control system with low voltage cut-out protection

• Battery cut-out handle

• Alternator for traction battery

• Rough terrain tyres extra grip non-marking 720x245 mm

Yanmar 3 cylinder 18 kW diesel engine

Second battery pack and oil storage

Control box and main battery pack

Second external battery pack for DE version

Manual deck extension of 1.5 m for a total length of 4.2 m

Optionals
• Non marking tyres (IM 11180 D - IM 13180 D)
• Black tyres (IM 11180 E/DE - IM 13180 E/DE)
• Battery kit 400 Ah (IM 11180 DE - IM 13180 DE)
• Battery kit 525 Ah (IM 11180 E - IM 13180 E)

CUSTOMIZATION OPTIONALS
(available on order)
• Hydraulic transmission 4WD 
• Oscillating front axle
• Automatic hydraulic levelling outriggers

SERIES IM 180

1.5 m



Plug unit for battery charger and power supply on basket 
with battery level indicator (E and DE versions)

Simple and intuitive control box that can be removed 
from the basket for loading / unloading the machine

Reduced steering angle thanks to 70 ° wheel inclination

✓	Extremely versatile model, suitable for 
outdoor and indoor use, customizable 
with diesel, electric or diesel-electric 
engines in order to handle any work need 
in any type of environment

✓	High capacity platform of 4.2 m total 
length (with deck extended)

✓	Optional automatic levelling outriggers 
only needed for levelling the machine on 
uneven ground

✓	Optional oscillating front axle and 
four-wheel drive, for superior traction in 
rough terrain

✓	Capacity to work at maximum height, 
within the tilt angles allowed, without 
using the levelling outriggers

✓	Drivable at maximum height with no 
capacity restrictions

✓	4 persons authorized for indoor and 
outdoor use (stabilized)

✓	Maximum capacity (with maximum 
authorized number of persons) also on 
the extension of the platform

✓	Double load limit for increased capacity 
of 100 kg with stabilized machine (600 kg 
for IM 11180 and 500 kg for IM 13180)

BENEFITS

Automatic hydraulic stabilization system Sliding opening for filling fuel without the need to open 
the side hood
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IM 11180 E IM 11180 D IM 11180 DE IM 13180 E IM 13180 D IM 13180 DE

Number of scissors 5 5 5 6 6 6

A mm 10800 10800 10800 12800 12800 12800

B mm 12800 12800 12800 14800 14800 14800

C mm 2687 2687 2687 2944 2944 2944

D mm 1541 1541 1541 1698 1698 1698

E mm 1899 1899 1899 2056 2056 2056

Length without / with stabilizers mm 2943 / 3273 2943 / 3273 2943 / 3273 2943 / 3273 2943 / 3273 2943 / 3273

Min. height from chassis to ground mm 300 300 300 300 300 300

Capacity (stabilized) kg 500 (600) 500 (600) 500 (600) 400 (500) 400 (500) 400 (500)

Authorized persons nr. 4* 4* 4* 4* 4* 4*

Weight without / with stabilizers kg 4250 / 4450 4150 / 4250 4320 / 4650 4650 / 4750 4650 / 4650 4800 / 4850

Battery capacity with standard equipment V / Ah 48 / 400 – 48 / 300 48 / 400 – 48 / 300

Max. battery capacity (optional) V / Ah 48 / 525 – 48 / 400 48 / 525 – 48 / 400

Deck extension mm 1500 1500 1500 1500 1500 1500

Max. side/longitudinal tilt angle degrees 2,0 / 2,5 2,0 / 2,5 2,0 / 2,5 2,0 / 2,5 2,0 / 2,5 2,0 / 2,5

* 2 people for outdoor use with non-stabilized platform
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